CLIFF ISS. AMEND DATE
DESCRIPTION|({QTY| MATERIAL FINISH / COLOUR 1 ISSUED 16110112
2 ERR WAS 1000x/REEL | 07/08/13
5 |COVER T PAST BLACK D B |
3 HO US | NG 1 PAgT BLACK 5 REMOVE FC68149ST | 16/06/26
3 CENTRE PIN 1 BRASS NICKEL PLATED
2ﬁ CONTACT 1 1 BRASS Ag PLATED
7 1 CONTACT 2 1 BRASS Ag PLATED
i CONTACT 3 1 | PHOS BRONZE Ag PLATED
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- 630 6.5 S 5.00£0.10 PRt COMPLIANT
SPECIFICATION 9.50%0.10 TOLERANCE
CONTACT RESISTANCE: <30mQ VARIANTS NO DEC. PLACE + 0.50
WITHSTAND VOLTAGE: 500VAC PART No. | DESCRIPTION |PIN & SUPPLIED 1 DEC. PLACE + 0.30
lENLSE%I:I'AI%g)AI\II_ RRi?'II?\I-E;Aggerl/Og,\CAQ (250V DC) FC68148S |SMD DC10-AS 2.1 BAGGED / LOOSE 2 DEC. PLACE £ 0.15
INSERTION / WITHDRAWAL FORCE: 0.3-2 kgf (3N-20N) FC68149S |SMD DC10-BS | @2.5 BAGGED / LOOSE ENOGLEEg f (2);10
LIFE : MINIMUM 5000x CYCLES FC68148ST|SMDT DC10-AS | ©@2.1 | TAPED 250x PER REEL -
OPERATING TEMPERATURE: -30°C TO +70°C UNLESS
OTHERWISE STATED
Cliff Electronic Components Ltd. | DIVENSIONS IN MILLIMETERS UNLESS OTHERWISE STATED. WORK TO DIMENSIONS. REMOVE ALL BURRS. IF INDOUBT ASK.| 3rd ANGLE PROJECTION: ) £ DO NOT SCALE
76 Holmetehoripe Al\J/rergue, Holmethor;r)]e Lr:]dustrial Estate, MATERIAL: SEE TABLE
Tel: O1737-771378 Fax. 01437764012 Webate: ik ook -~ : CLEAN mme: SMD SOCKET DC-10AS 2.1mm + DC-10BS 2.5mm
T0 A art PARTY @H%'SP@%H“#ENLQSGLQ%LB&%"J&E%?‘@D'Sﬁb"f ED DRAWN:  T.J.O. APPROVED: D.P.J. orwe.No. FCB8148S FORM: A4DRWGH




